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40 CFR Ch. I (7–1–12 Edition) § 63.2465 

§ 63.2465 What requirements must I 
meet for process vents that emit hy-
drogen halide and halogen HAP or 
HAP metals? 

(a) You must meet each emission 
limit in Table 3 to this subpart that ap-
plies to you, and you must meet each 
applicable requirement in paragraphs 
(b) through (d) of this section. 

(b) If any process vents within a proc-
ess emit hydrogen halide and halogen 
HAP, you must determine and sum the 
uncontrolled hydrogen halide and halo-
gen HAP emissions from each of the 
process vents within the process using 
the procedures specified in 
§ 63.1257(d)(2)(i) and/or (ii), as appro-
priate. When § 63.1257(d)(2)(ii)(E) re-
quires documentation to be submitted 
in the precompliance report, it means 
the notification of compliance status 
report for the purposes of this para-
graph. 

(c) If collective uncontrolled hydro-
gen halide and halogen HAP emissions 
from the process vents within a process 
are greater than or equal to 1,000 
pounds per year (lb/yr), you must com-
ply with § 63.994 and the requirements 
referenced therein, except as specified 
in paragraphs (c)(1) through (3) of this 
section. 

(1) When § 63.994(b)(1) requires a per-
formance test, you may elect to con-
duct a design evaluation in accordance 
with § 63.1257(a)(1). 

(2) When § 63.994(b)(1) refers to ‘‘a 
combustion device followed by a halo-
gen scrubber or other halogen reduc-
tion device,’’ it means any combination 
of control devices used to meet the 
emission limits specified in Table 3 to 
this subpart. 

(3) Section 63.994(b)(2) does not apply 
for the purposes of this section. 

(d) To demonstrate compliance with 
the emission limit in Table 3 to this 
subpart for HAP metals at a new 
source, you must comply with para-
graphs (d)(1) through (3) of this section. 

(1) Determine the mass emission rate 
of HAP metals based on process knowl-
edge, engineering assessment, or test 
data. 

(2) Conduct an initial performance 
test of each control device that is used 
to comply with the emission limit for 
HAP metals specified in Table 3 to this 
subpart. Conduct the performance test 

according to the procedures in § 63.997. 
Use Method 29 of appendix A of 40 CFR 
part 60 to determine the HAP metals at 
the inlet and outlet of each control de-
vice, or use Method 5 of appendix A of 
40 CFR part 60 to determine the total 
particulate matter (PM) at the inlet 
and outlet of each control device. You 
have demonstrated initial compliance 
if the overall reduction of either HAP 
metals or total PM from the process is 
greater than or equal to 97 percent by 
weight. 

(3) Comply with the monitoring re-
quirements specified in 
§ 63.1366(b)(1)(xi) for each fabric filter 
used to control HAP metals. 

[68 FR 63888, Nov. 10, 2003, as amended at 71 
FR 40334, July 14, 2006] 

§ 63.2470 What requirements must I 
meet for storage tanks? 

(a) You must meet each emission 
limit in Table 4 to this subpart that ap-
plies to your storage tanks, and you 
must meet each applicable requirement 
specified in paragraphs (b) through (e) 
of this section. 

(b) [Reserved] 
(c) Exceptions to subparts SS and WW 

of this part 63. (1) If you conduct a per-
formance test or design evaluation for 
a control device used to control emis-
sions only from storage tanks, you 
must establish operating limits, con-
duct monitoring, and keep records 
using the same procedures as required 
in subpart SS of this part 63 for control 
devices used to reduce emissions from 
process vents instead of the procedures 
specified in §§ 63.985(c), 63.998(d)(2)(i), 
and 63.999(b)(2). 

(2) When the term ‘‘storage vessel’’ is 
used in subparts SS and WW of this 
part 63, the term ‘‘storage tank,’’ as de-
fined in § 63.2550 applies for the pur-
poses of this subpart. 

(d) Planned routine maintenance. The 
emission limits in Table 4 to this sub-
part for control devices used to control 
emissions from storage tanks do not 
apply during periods of planned routine 
maintenance. Periods of planned rou-
tine maintenance of each control de-
vice, during which the control device 
does not meet the emission limit speci-
fied in Table 4 to this subpart, must 
not exceed 240 hours per year (hr/yr). 
You may submit an application to the 
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